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1010 Wien
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Switzerland
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Tel. 72-752666

USA

Flagship Yachts Ltd.
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Port Washington
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Eastern Yacht Sales
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Palm Beach. Florida 33480
Tel. 305-833-3300.
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Trintella 49 A

Specification

DIMENSIONS

l.o.a. 15.00 m 49.2 ft
L.w.l. 11.90 m 39.0 ft
Beam 450 m 14.8 ft
Draft 2.20m 7.2 ft
Ballast 6,25 tons 13,800 Ibs
Displacement 14,50 tons 32,000 tbs
Centreboard version 1.70-2.90 m 5.6-9.51ft
Mast height 21.70 m 711 ft
SAILS

Mainsail 56.0 m? 603 ft2
No. 1 Genua 92 m? 990 ft2
No. 2 Genua 74.0 m? 795 ft2
No. 1 Jib 70.0 m2 752 2
Storm Jib 20.0 m? 215 ft2
Spinnaker 200.0 m? 2150 ft?
ENGINE

Perkins 4.236 4 cylinder

60,4 KW (72 HP) diesel engine with heat
exchanger.

Paragon hydraulic gear box

Reduction 2:1

A.C. Alternator 516 watt



1. HULL AND DECK

Hull, deck and cockpit are made of high quality
aluminium, quality ALMG 4,5 Mn. Welding is
checked by means of X-rays.

The total above waterline hull is insulated to
prevent condensation. Zinc anodes are installed
where required. Decks are overlaid with 15 mm.
teak embedded in rubber with rubber seams.
Lead ballast is 60,50 ton.

For the centreboard version, the board is made of
G.R.P.

The following accessories are also made of
aluminium:
. rudder
. mast step
engine beds
. water tank
1000 liter 220 imp. gals 264 U.S. gals
. fuel tank
850 liter 187 imp. gals 225 U.S. gals
f. sump tank
200 liter 44 imp.gals 53 U.S. gals
g. additional sump tank
150 liter 33 imp. gals 40 U.S. gals
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2. DECK FITTINGS
a. Stemhead fittings

Aluminium stemhead fittings provided with ss
rollers (chainlocker in hull).

b. Cleats

Six cleats of polished aluminium, bolted with ss
bolts to heavy counterplates in aluminium toerail.

¢. Stanchions

14 Stanchions of 32 mm in aluminium stanchion
supports, which are welded to the deck.

d. Pulpits

Ss fore and aft pulpits type 316 with navigation
light supports.

e. Chainplates
All chainplates of heavy aluminium.
f. Sheet Tracks

Two aluminium Genoa sheet tracks and sliders for
Genoa.

g. Mainsheet Track

Mainsail horse, aluminium X-profile. Traveller
adjustable by means of regulating lines.

h. Cleats

2 sheet cleats.

2 large cleats fore deck.
2 large cleats aft deck.
2 large cleats midships.

All cleats in polished aluminium and bolted to
heavy counterplates.

i. Winches

Two (selftailing) sheet winches type Lewmar 65
ss, two speed, complete with handles.

j- Deck Plates
For water, deck plate to port, for fuel to starboard.
k. Ventilators

Tannoy ventilators or air vents for each cabin

. Windows

Hinged portholes in hull, clear acrylic.

3 Fixed bronze tinted windows in cabin, acrylic.
5 Fixed bronze tinted windows in cockpit, hard
glass.

1 Window with wiper.

m. Hatches

Large hatch over sail storage.
2 Hatches on cabin roof and 1 entry hatch.
Hatches on aft cabin.

n. Wheel and Transmission

Transmission is by means of torque rod linkage.
Two wheel positions available, one in cockpit and
one in rear cockpit. Emergency helm can be
connected on rudder stock.

o. Anchor Winch

An electrical anchor winch is installed on deck.

3. MAST AND BOOM

a. Mast and boom of anodized aluminium with
internal halyards and 8 cleats. Boom provided
with flattening reef system. All fittings of type
316 ss.

b. Main mast provided with double cross trees,

spinnaker track and two winch pads.

Sail protectors on crosstrees.

. 1 Genoa halyard winch on mast, Lewmar 48.
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4. RIGGING

a. Standing rigging main mast 10 and 12 mm ss
(construction 1 x 19).
Turnbuckles 5/8” and 3/4" ss.
c. Running rigging.
@ main halyard ss wire with Marlow rope.
® Genoa ss wire with Marlow and bronze snap
shackle.
@ main sheet: 14 mm, double weave Marlow
and blocks.
@ 1 pair jib sheets, 16 mm Marlow.
® topping lift, 10 mm.
@ 2 reef pennants 8 mm.
@ 3 flag halyards.
@ kicking snap.
d. Life lines:
Top and bottom ss wire 1 x 19, wrapped in pvc
and equipped with ss turnbuckles.
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5. ENGINE INSTALLATION — PUMPS

a. Engine

Perkins 4.236 4 cylinder, 60,4 KW (72 HP) diesel
with heat exchanger and 516 watt alternator,
installed flexibly. Paragon hydraulic gear box,
reduction 2.1.

b. Exhaust system

Rubber exhaust, water cooled with water lock.

c. Fuel system

One aluminium fuel tank of approx. 850 liter (187
imp. gals) with large inspection lids, with filler,
suction, overflow and vent pipes.

d. Controls and Instruments

@ Morse single lever control is fitted near both
wheel stations.

.1 Mainsail halyard winch on mast, Lewmar 43.

Subject to change
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The instrument panel in the mid cockpit is
equipped with:

® oil pressure gauge

® gear box oil pressure gauge

® rev. counter

@ hour counter

@ stop button

@ engine ignition switch

The instrument panel in the aft cockpitis equipped
with:

® compass

@ control light oil pressure

@ control light temperature

@ control light alternator

@ start and stop buttons

e. Pumps

1 automatic electric pump and hand pump for
engine room and bilges.
1 electric water system with pressure tank.

6. ELECTRICAL SYSTEM

Current is 24 V, complete installation is double

pole.

a. 4-12 volt batteries placed in 2 sets of 24 volt,
total 460 amp. hours as service battery.

b. 2-12 volt batteries as 24 volt start battery, total
108 amp. hours.

c. Ajunction box with circuit breakers, ground
switches and automatic fuses mounted in
engine room bulkhead opposite galley. This lit
switchboard which clearly shows all lamps,
pumps, etc., comes standard.

In addition, the following are installed.
2 amp. meters

2 volt meters

fresh water gauge

fuel gauge

d. Internal lighting and 24V sockets.

The internal lighting of each space consists of
several mounted ceiling fixtures and where
applicable, 1 or 2 luxurious wall lights. Above
each berth is a reading light. 4 x 24V Sockets
are fitted.

e. External lighting:

2 (port and starboard) lights on pulpit, DHI

approved

1 stern light

1 masthead light

1 steaming light

1 deck light

Electric water pressure system.

g. Electric cables.

Tinned copper cables. No oxydation from
seawater or air.

h. Diagram of electrical installation
An excellent diagram of the wiring is standard.
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7. PLUMBING
a. Water

The 1000 liter (220 imp gals) water tank is filled
through the port side deck. An electric water
pressure system with pressure tank, built in the
engine room, provides hot and cold running water
by means of the boiler, heated by the engine.

b. Heads

Every toilet is a Raritan underwater pump unit with
seacocks, drainage is overboard.

c. Drains - Sinks

Sinks and washbasins drain either overboard
through seacocks or to the slumptank.

The sumptank is emptied by an electric pump.
The deck, cockpit and gas bottle drains consist of
welded aluminium piping.

d. Gas pipes

All gas pipes from gas bottle to gas units are made
of ss with flexible connections and are pressure
tested at 5 times the normal working pressure.

8. ACCOMODATION
a. General

All bulkheads and woodwork are of first class
marine plywood (absolutely water proof quality)
and finished with teak. All teak is pre-selected
Java or Moulmain teak and is coated twice with
two component varnished and finished with mat
varnish. Toilet walls are finished with light coloured
formica. Floors are laid with a teak and holly sole,
fitted with pull rings where appropriate. Each
space, where possible is provided with a
continuous curtain valance with hidden rods.
Curtains as desired.

Mattresses 10 cm thick foam rubber. Removable
back rests 5/7.5 cm thick.

Uphoistery and curtain material may be selected
from a wide range.

b. Lay-out

The clear design, the abundant use of high quality
teak as well as the highly practical lay-out of this
yacht give it it’s unique character. By applying the
cleverly thought out ideas of Bureau E.G. v.d.
Stadt en Partners, we are able to build you a yacht
beyond compare. The finishing touches, both
internally and externally, breathe an atmosphere
of exclusivity of a high class yacht which offers
speed and comfort.

We will describe some of the features:

1. Chain Locker
With 60 meter of 10 mm. anchorchain.
2. Sail Locker

Large sail locker accessible from the deck by
means of large hatch. All foresails can be stored in
this locker and there is ample space for fenders,
rope, etc.

3. Shower and head

This space, which can be entered from both fore
cabins, is the toilet shower area with Raritan
underwater pump toilet, wash basin with hot and
cold running water and a circular shower space.
Included are, mirror, towel holder, soap dish,
glass holder with cups, toilet brush with holder and
a cupboard for toiletries. Everything has been
tastefully designed.

4. Foreward Cabin (2 pers.)
Starboard and Port

Two comfortable berths in both fore cabins offer a
comfortable stay for two adults with plenty of
storage and hanging space.

5. The Main Saloon

The saloonis furnished and equipped to create an
atmosphere of luxury. A large comfortable settee
surrounds a folding saloon table. The settee
comfortably seats 10 persons. By making use of
the whole width of the yacht in combination with
excellent lighting and ample use of teak, an
exceptionally elegant space is created.

A drinkslocker with storage for 24 specially made
glasses and several bottles is built in aft of the
charttable.

6. Navigation Area

The navigation area is located to starboard. It is
spacious and comprises: large chart table, ample
chart storage below table, wraparound console
with ample space for a full specification of
navigational and communications
instrumentation.

A leather upholstered navigators chair is provided.

7. Galley

The galley is positioned aft of the saloon to
starboard. Its "passageway" layout ensures that it
is easy and safe to use in heavy weather, the cook
is undisturbed yet not cut off from the rest of the
interior.

There is extensive work surface and plenty of
locker space including fitted crockery storage.
The gimballed gas cooker with three burners and
oven has safety gas cut-offs. Above the cooker is
an extractor fan vented overboard. Also there are
two large sinks, all fittings are of the highest
quality. Other equipment includes a refrigerator
plus crockery and cutlery for eight. The result is a
galley which is practical for use at sea but which
blends beautifully with luxuriously finished interior
of the yacht.

8. Engine room

The engine room is entirely insulated to minimize
noise. The engine is easily accessible as the
rugged Perkins 4.236 does require attention
occasionally.

Engine can be reached through an insulated door
from the hallway. In addition, the engine room is
large enough to accomodate a diesel generater,
e.g. a 4 cylinder Onan 10 KVA. This space also
houses the boiler and any optional system -
watermaker - etc.

9. Cockpit

The cockpit offers a clear view in all directions and
makes a completely protected steering position.
Cockpit seats can be provided with cushions,
thereby, in combination with the centrally located
table, providing a second sitting area. The cockpit
floor and seats are teak. All instruments can be
easily installed. A folding canopy for the rear of the
cockpit can be delivered (extra).

10. Aft Cabin

This very spacious aft cabin has a double berth of
200 x 140 cm (79" x 55") under which is ample
storage space. On both sides of the berth lockers
and drawers are provided. In addition to the
lockers, two generous hanging closets are fitted
which offer ample storage for dresses and suits.

11. Aft Head

This toilet space with circular shower is also
tastefully styled. Walls and floor are exceptionally
elegant and the white fixtures emphasize a certain
luxury, characteristic of the whole yacht. Included
are, Raritan underwater pump toilet, built in wash
basin with hot and cold running water, shower as
well as all accessories provided in other toilet
space, including cabinets above and below wash
basin.

12. Aft Cockpit

A large diameter wheel is mounted on a central
pedestal, which is fitted with a compass. The full
width helmsmans seat across the stern of the
yacht curved to allow a comfortable helming
position at all angles of keel.

There is extensive storage space and a liferaft
locker built in below the seat. Sheet winches are
fitted alongside this cockpit.

9. SAILS

a. Mainsail: 56,0 m2603 ft?
Dacron, complete with nylon sides, battens,
sail ties and bag.

b. No. 1 Jib: 70,0 m?752 ft?
Dacron, complete with hands and bag.

10. PAINTING

a. All the wood work with exception of teak deck,
floors and benches, is varnished, high gloss.
Interior wood work is varnished mat finish.

b. The huli is treated with the Sikkens paint
system, the base coat is formed by a high
quality, 2 component system (epoxy based),
and covered with a layer of polyurethane. This
system is guaranteed, we will gladly discuss
this with you.

c. The same Sikkens system is used below the
water line, the top layer is a cover of antifouling
of high quality. Internally, the hull is painted
with high quality 2 component varnish.

d. A coloured line stripe around the hull is
standard, colour as desired.

11. INVENTORY

24 kg. (55Ibs) CQR Anchor with 60 meters of 10
mm chain.

3 nylon mooring lines of 16 meters length
4 big fenders

2 life buoys with brackets

4 winch handles, with spare shackles,

1 fog horn, 1 deck scrubber

1 boat hook, 1 sponge

3 fire extinguishers

folder for ships papers

silverware (ss) for 8

dishes for 8

glasses

12. EXTRAS

We are delighted to discuss any optional
equipment which might be required. The yard has
considerable experience of the various
navigational, communications, sailhandling and
other equipment available and will gladly advise
you.




